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PPLVO75 Series 75 Watt CV LED Power Supplies
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Features

Ultra High Efficiency (Up to 94%)

e High Power Factor (0.99 Typical)

e 75W Continuous Output Power

e Lightning Protection

e All-Round Protection: OVP, OCP, SCP, OTP

e Waterproof (IP67)

e Comply With UL8750 & EN61347 Safety Regulations

Description
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The PPLVO75SxxxST Series operate from a 90 ~ 305 Vac input range. These units will provide up to 75 W of
output power and a maximum output current of 6.25 A for 12 V output model. They are designed to be highly
efficient and highly reliable. Features include lightning protection, over voltage protection, over current
protection, short circuit protection and over temperature protection.

Models

12 Vde 90 ~ 305 Vac 6.25 A 7BW 92.5% 0.99 0.96 PPLV075S8012ST
24 \dc 90 ~ 305 Vac 313 A 7B W 93.0% 0.99 0.96 PPLV0755024 ST
36 Vde 90 ~ 305 Vac 2.08 A 7BW 93.0% 0.99 0.96 PPLVO075S036ST
42 Vdc 90 ~ 305 Vac 179 A 7BW 93.5% 0.99 0.96 PPLV0755042ST
48 Vdc 90 ~ 305 Vac 1.56 A 7B W 94.0% 0.99 0.96 PPLV0755048ST
54 Vdc 90 ~ 305 Vac 1.39A 7B W 94.0% 0.99 0.96 PPLV0755054 ST
81 Vdc 90 ~ 305 Vac 093 A 75W 94.0% 0.99 0.96 PPLV075S081ST
105 Vdc 90 ~ 305 Vac 0.71A 75W 94.0% 0.99 0.96 PPLV0755105ST

* Note: Measured at full load and 220 Vac input.

Iniut Siecifications

Input Voltage

Qv

305V

Input Frequency

47 Hz

63 Hz

Input AC Current

0.88 A | Measured at full load and 100 Vac input

040A | Measured at full load and 220 Vac input.

Specifications are subject to changes without notice.
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